b.a.b-technologie gmbh

Product Training
eibPort

Introduction, training and workshop

15.04.2008
ver.1.1



Product Training eibPort

Index of contents

LN I 15 1 L O I 0 P 6
L@ YT T PSSR 6
I L= =TT o o A PR OSPPPRIY 6
Possibilities of the gateWay FEATUIE..........c.uii ettt sab e e e sbaeeeaaes 6
LU Tox (0] T =T == L PSSR 7
RV T8 =2 o o USROS 7
o1 o ) PSR 8
535 =T 0 OO PP PP PRRPR 8
8o - BT o S = T RPN 9
] TP 9
LR AT o (U1 (=T 4= 0 PSPPI 9
1070] 4100 TE1= 0] o 11T H PP TTPROTP 9
(070] o1 g Lot io] 0 F-3 1 4= =1 0] o T PR 9
CoNNECtNG 10 the EIDPOIL......coiiiii et rr et e e s bb et e s et b e e e banre s 9
PC settings fOr the @IDPALL............eiiiiee e e e e et e e e s r e e e e e e e nnn e e e e e e ame s 10
RV R 1 g1 a1 Y] PRSP 10
LT Ao T S 1 (=1 (= (=] o = 10
INtErNEet EXPIOrer PrefErENCES. ... ..veiii ettt rme s e e e s e et e e e e e s e sms e sasseeeeeeeaennsneneeaeean 14
1S3 r= 1| oY 7= O PR 15
The first steps USING CONFIGTAOL.........uuiiiiii e e e e e s et e e e et e e e s raae e e e e e e ennnnreees 16
The first steps in the ViSualization ©AItOr.............uueiiie i sresre e e e s s e e e e e s s eaemreeeeeeeenns 16
EIBPORT IN DET AL ... ittt e e e e et e e e e e e e e e e e e aa e e e ta e e e et e e e aaneeeenas 18
<] 0] o] o F PSP PR UPRPSPPPRN 18
T T 1T 1= - | USRS 18
PrOPEIY SITUCTUI.... . ettt ee ettt ettt e e e e eeee s emsese s ee e e eeeeeeee et eaaaaaeaeeamt e e e e e ee et eaataaaaaaaaaaaeeeeamtataaaaaaaaaes 18
S 1 T PSPPSR 19
100 ] 1o 1 o o ) R PSPPSR 20
= T YT A NP UUPPUPPRP: 20
(00 ] 01 To U] = 1110 ] o PRSP 20
Y= 110 1= Lo [ T O PP O TP PPTP RO 24
DALADASE. ... ettt et n— e e ettt e e e aR b et e e e bt e e e e nraa e e e anbae e e annreeennrreean 25
| =TI (=T PP TRR 28
[ ToT=T Y 0] ] 0= Lo SRR 29
Tt U o J A = L= (] (= SRR 29
LN D 1= 7| TSRO SPUPRRS 31
=TT o] o] o feTe o1 o S P STPRR 32

2 | b.a.b-technologie gmbh


file:\\SRV3\common\bab-tec%20Dokumente\Schulung%20temp\Product%20Training%20eibPort.docx%23_Toc198093466

Product Training eibPort

L0 LT = To [ 011 0511 = U1 ) T USRI 32
{01 o ) PRSPPI 34
VA ESTU o[ 4= (o] =T o] PSPPSR 34
Project / page SUMmMary and PArBMETEIS. .......cc.uuiiiiuieee e e ettt ettt e sbee e e st b enr e e e sbre e e sbe e e e saanee e e sabrmreeesnneeas 35
AV U= 4= Vi o] W] o] [=Tox £ PP PR PT PR RTPRP 36
Hints regarding the VISUBIIZAtION EOIIOK..........eii e e 40
o] o I =T [1 (o] (AT PP PPPPPPPPPPRRPP 41
Hints regarding the JOD @aITOL..........ooiiii et e e ann e 49
LAY 7N S =To [1 (o] SR U 49
Home Information Center (HIC) @O ........cuuiii ittt et e et s ene e e e 50
Home iNfOrmation CENIIE EUITOK. .......oi ettt e et e e e e e st e e e e e s e sns e e rmeeeeeesennnbaneeaeeeannn 50
VISUAIZALION. ..ot —b b — b ————————————a—————————_ 52
LAY =] o] = L SO PPUPURPRPPRPPP 52
I A O 111t N 8 P 54
[0 ESY o0 XY= Y2 o o SO PEE 54
If eibPort is not in the same address range and therefore is not accessible.........occcvvevveiice i, 54
- Y7 U 55
(3611 o] (o= To H PO OTPPPOTPRI 55
1013 7= | PP URPPPPPP 55
PAIAIMEBLEL......co e e rnne 55
[ 10 N 1 T T PRSP PTPRRN 56
Connection of an eibPort to the Internet at an example with dyndns.Qrg..........ccccovveveeeiiiircciieeee e 56

3| b.a.b-technologie gmbh



Product Training eibPort

Figure directory

[0 1 (I =T o] o 4 PP P PP PP PPRRPPRT 6
e [o [ (=Ia o [0 4 LT o F- Vo [ PRSP P PP PPPPPT 7
FIGQUIE 3: LAN PrOPEITIES. ...ceeeeiieiiiee ettt e et e e e et e et et e e e e e e e e e e nrnnnaanes 12
Figure 4: Internet Protocol (TCP/IP) PrOperti@s.......cccoiiiiiiiiiiiiaee ittt e e 13
FIQUIe 5: INTEINET OPTIONS ... ..ttt e ettt e e et e ettt e e e e ettt e e e bbb e e e e e e tbnrneeeeeeeees 14
FIQUIE 8. SEUIGS. ... ettt ee ettt e e ettt e ettt ettt e e e e e ettt et e bbb e e e e e e eme e e e e e e e et e e e e nnnnnnaeas 14
FIQUIE 7: INTEINET OPTIONS ... . e ieeeeiie ettt e et e ettt e e e e e e e et e e e bbb e e e e e et e e e e eeeeees 15
FIGUIE 8: LAN SeIINGS . .cieeiiiiiiiiiiis ettt ettt e e e e e e e et e e e e e e e e e e e nnnn s 15
FIgure O: First STEPS EUILOL........cieiiiiiiieiiti ettt e ettt e e e et e e e e e eees 16
Figure 10: EditOr Page ParameEterS.......cooiiiiiiiiiiiiiaee ettt e e e enn s 16
Figure 11: VisualiZation EQITQL...........oiiiieieiiii e e e e e eeeennnnes 17
Figure 12: ETS IP CONfIQUIALION........oiiiiiiiiii e ettt et e e e e e e 19
FIgure 13: CoNfIgT OOk .....euii ettt e e ettt e e e e e e 20
Figure 14: ConfigTool, GEIMAL.........cooiiiiiiiiiii et e e e 21
Figure 15: ConfigTool, Advanced EIB SEtHNGS. .......uuuuuiiiieee ettt e e e 21
Figure 16: ConfigTool, NetWOrk SEttiNgS........ccuuuiuiiiiiiieeeiiiii e 22
Figure 17: ConfigTool, EIB Telgram recorder filter FTUES.........coooiiiiiiiieee e 23
Figure 18: ConfigTool, EMail @CCOUNIS.............uuiiiiiiiiee e e e e e e e e eenas 23
Figure 19: ConfigTool, HOMEPAGE........cciiiiiii i ieeee e eee e e e e e e e e e e e e e eeeees 24
Figure 20: ConfigTool, Database..........cccooiiiiii e e e e 25
Figure 21: ConfigTool, Status Table...........cooiiiiiiiiie e e ena s 26
Figure 22: ConfigTool, Telegram Table..............iiiiiiiiceri e 26
Figure 23: ConfigTool, LOG Table..........uiiii e e e 27
Figure 24: ConfigTool, Datenbank SQL Statement.............ooviiiiiiier e eee e 27
Figure 25: ConfigTodHIe tranSIer...........i i e e e e eans 28
Figure 26: ConfigTool, LICenc UPIOad.............oooiiiiiiieeeie e e eeae 29
Figure 27: ConfigTool, SAVE/RECOVELY.........ccceiiii e eeee et e e e e e e e e e e e e e anas 29
Figure 28 ConfigTool, KXNNEUIR... ..o e e e e e e 31
Figure 29: ConfigTool, €IbPOrt CONIAL..........cciiiiiii e e e eans 32
Figure 30: ConfigTool, User AdmINiStration.............coouiiiiiiiie i eee e e era e e e e 32
Figure 31: ConfigTool, User ConfiguratiQml...............ooviiiiieeiiiiie e eee e e 32
T U IRC T2 o 1 (o A 34
Figure 33: EdItOr, Page ParamMeer.........coouuiiii e e e seee e e e e e e s e e e e ata e e e emneeeenes 35
Figure 34: Editor, Visualization ObJECIS.........oii i e e e e 36
Figure 35: Editor, Visualization ObJECIS.L........ccuuiiiiiiiii et 37
Figure 36: Editor, Vislizaation ODJECIS 1.........cccoiiiiii e 38
Figure 37, Editor, Visualization ObJECES. ... 39
FIgure 38: EQITOr HIC..... ..o e e e et e e e e e e e et e e e e e eaaaaans 50
FIQUIE 39: WED SEAIL. ...t et e e e e e e e e e et eeeeeaannes 52
Figure 40: Webt8rt, "OpPen” DIalOg. ... . .civ et eeeans 53

4 | b.a.b-technologie gmbh



Product Training eibPort

Figure 41: Web Start, HOMEPAGE. ........uueiii et e e 53
Figure 42: DISCOVEIYTQQL.......uuuuiiiiiee et e et e e e e et e e e et e e e e e e e eenennnnennns 54
Figure 43: Create DYNDNS ACCOUNL.........coiiiiiiiiiiit ettt e e e emm e e e e e e e e eennnnn e eeeeenes 56
Figure 44: PNDNS, add HOSE NBITIE .......uuiiiiiiee et e e e e e 57
Figure 45 "PiNg"” COMIMANM. ... ...t ee e e e e et et e e e e e e e s rbnn s 57
Figure 46: Router configuration "port fOrwarding............ccoooeeeeeiiieninee e 58

5| b.a.b-technologie gmbh



Product Training eibPort

Introduction
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Figurel: eibPort

Overview

The eibPort

The eibPort(Figure 1: the eibPor} connect the EIB worldto the Ethernet (LANps a gateway. In
addition, the eibPortservesa visualizationand control of the whole electrical installation. The access to
the EIB follows locally on site, or from a distance. Thehmacis without fan, silent therefore, and has
energyabsorptionless than 5 W. It is planned for the instaitett in the standaretistribution board The
only thing you needor the visualizationand cafiguration is aJava enablednternet browser.The
eibPort is equipped with a web server and contaanrow of Java applefprograms). These applets can
be openedviathe browser andhe project data came stored inthe eibPort

ltem: "Functional areas"

Possibilities of the gateway feature
The eibPortwisualizationis not only forlocal action (in the LAN)ViaWLANor the Internet the eibPort
supportsvisualizatiorand control alsdor mobiles, iPhonesiPod touchandPDAs
There is the possibility:
1 to visualizewith a couple opanel PCs meverd computersat the same time
(licensefree)
1 to integrate images frormetwork cameras.
1 for facility couplingviathe LAN interfacéto link differentEIBworldswith each othe}.
1to program theEIBworld viathe LAN or Internet (WANyith the ETSTool
1 to control multiple devicedi.e., multimedia machinedirectly by the integratiorof different
protocols
1 to visualizeover the distance (Keyword DynDNService)
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Functional areas

eibPort 2

EIB Gateway \
ye

Web Start, N b

Figure2: Homepage

Openan Intemet browser on youre.g., PC platform. It can be used:
9 Internet Explorer from version 5
9 Netscape from version 4.77
9 Konquerer from KDE 3.0
1 Mozilla Firefox
You need thelavaplug-in (version 5or highel) on yoursystemto make your Browseready
for visualization
Enterthe URLinto the address barhttp: // 192.168.1.1(default settings),
Or the IPaddress you assigned to your eibPort

There are fourfunctionalareason the startpage Figure2, Homepage).visualization editor andsystem
andthe web startfeature.

HINT. THE HOME PAGE WBEDISPLAYEWVHEN YOBNTERHEP-ADDRESS INTO TAEDRESBAROF YOURVEB
BROWSER

Visualization

With the buttonVisualizationyou open the visualization windowf you haveestablishectreated
projects, (eg., for PC and the web Pad) a menu appears for the choice of a project. If the user
administration is active, you are askft your login. Byclickingdifferent elements on thevisualization
screen, commands frorthe eibPortwill be send tahe EIB. fiere is also a feedback from the EIBRhe
visualitzationfor stateindication
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Editor
Thevisualizatioreditor is launched with a click on the butt&ditor. Thisapplication is the central tool
for creatinga visualizatiorand parametrizing jobs ithe ebPort

Theeditor itself is split in four different areas
VisualizationEditor, Job Editor, Wap Eitor andHomelInformation Center

With the visualizationeditor one or more visualization projects can be createdages and wallpapers
are placed and thsize of thevisualizatiorcan be setA menu bar wittpreconfiguredvisualization
elements is available. Hey®u willalsofind the user administrationfor the visualization
Thevisualizationeditor is configured undethe menu item: file> preferencesThe preferences enclose
auto start EIBaddress representation (in 2 ol&yer), the internal eibPortclock and user administration.
The job editorprovides numerousserviceswhicharecalledddobg ® | 2 dz @rid para®étdze (i S
them here Jobs ardéunctionswhichare processed byhe eibPortautonomous in the backgrounde.

9 logial gate,delayer

week timer, year timer

1 SMS, email

1 light scenes

1 stairs light time switch

1 hysteresis and logic threshold
1 facility coupling

{ date and time elements
1IPG St S IMDPYRIAPL)
9 multiplexjob for EIS15

9 comparator

Ushgthe WAP editoryou createpageswhich you can access withWAPmMobile phone Here you
parametrize the EIB commands to be performed via WiAie.WAP standard 2.1 is supported.

System

Throughhismenu itemyouwill openthe ConfigTool. There you catonfigurethe basigarametersand
various preferences for the integratianf the eibPortinto your network IP routing, password
administration etc. Preferences like tlstart uppageof the the eibPort database connectionfile
transfer, saving antestoringis possible with the Configjool.

In the chaptercommissioninghese preferences arexplained morespecific
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Java Web Start

Java the web staris a technologyrom Sun Microsystems which enabhgsur Browseto launch Java
applicationsrom the Internet with only one click. Neverthelesss opposed to Java applets Java
Web-StartApplicationsk 2 yh€eda browser.

The advantage of this technology is, thia¢ applets and data that will not change are stored locally on
the computer. Thiglatamust rot be transmittedfor every start of thevisualizatioror the editor anew.

Basics

Requirements
For using the eibPort yor PC meet the following requirements: meet the condition
9 an up to date web browser (e.g., Internet Explorer or Mozilla Firefox) and
1 Sw Java 2 Standard Edition 5.0 or later (Runtime Environment)
1 Network connection

Commissioning

Connections the eibPort

The eibPortvorks with an operating voltage of 43D V DC (direct currenty.ou can also ugbe
Auxiliary voltage (without choke) outip of the EIB power supplgpend attention to polarity)(Figurel
- connection 1- power supply)

NOTICE THE NOMINAEIBBUS VOIAGE MAY NOT BE USEDSUPPITHE POWER INPUTTBETHE EIBORTL0-30VDC

The direct feed orificéo the EIB lineRigure 1 - connection 7- bus connecting terminal EIB)used for
the dispatch and reception of EIBS f S 3wttt ngr@a bus load.
The eibPortcan be linked either directly with your computer or via a Switch or router.

HINT. THE EIBORTIS DELIVERED WIFHERDDRE$3192.168.1.1.
STANDARDOGINS WRITTEN SMALL LETTERDMINANDEIEPORT(WITH AN UPPERCASE

Connecting to the eibPort
As mentionedabove the eibPoris delivered with a default I1@ddresf 192.168.1.1To usethe eibPort
youneed a Econnected to thenetwork with installed Java and a web browser.

HINT.IFYOU HAVE LOST TREDDRESSOU CAN USE TBISCOVERYTODR LOOK IT YBEE ATTACHMENSCOVERY

TOOL

Any computer within the same LAN as the eibPort is able to access tlwed&ke connection can be
done with a switch or rater organizing the networkr a directly via a network cable.
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To access the eibPort via PC, the IP address of the computer has to be in the same address range as the
eibPort. Taking the default eibPoR bddress of 192.168.1.1 as an example, your computer has to be in

the range of 192.168.1.2 to 192.168.1.2840ur computer is not in the same address range, the IP
address ofyour computerhas tobe changed beforaccess to the eibPort is possibkdter configuring

the network parameters, the computer is ready to communicate with the eibPort.

To accesss the eibPorts local homepage, you halautachyour preferredweb browser and entetP

address of the eibPort you are willing to connect to. Acicwrdo your confirmationyour web browser
shouldindicate the home page gfour eibPortlike shown in figure 2.

PCsettingsfor the eibPort

Via the network

The following chapter is a detailed description of all the necessary steps to configure a \&/XBdAC
for connection with the eibPort.

Thesenecessangteps are:

{ adjust network settings
9 adjust Internet Explorer settings
{instal Javasoftware

Network preferences
To access your eibPortewecommendchoosing a fixedP address$or the desiredcomputer.

1. clickon ostarté and openthe control panel
2. openonetwork connections

Address & Network Connections

Name
LAN or High-Speed Internet

<L LAN-Connection

Wizard

3.If you have alreadgstablishedh network connectionjust skip item 4 and go straight on
with item 5. If noactiveLAN connection is indicatexd this point, sart reading the following
instructions.

4. Clickon oNew Connection Wizard

10| b.a.b-technologie gmbh
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Wizard
[‘_.=‘l MNew Connection Wizard Wizard
Q MNetwork Setup Wizard Wizard

<,

Clickoronext odzi 2y Ay GKS ySgte 2LISYSR

(®Connect to the Internet
Connect to the Intemet so you can browse the Web and read email.

(®)iSet up my connection manually

For a dial-up connection, you will need your account name, password, and a
phone number for your ISP. For a broadband account, you won't need a phone
number.

()Connect using a broadband connection that is always on

This is a high-speed connection using either a cable modem, DSL or LAN
connection. It is always active, and doesn't require you to sign in.

Answer thenext threequestions like shown and confirm your current selections with a click on

onext o

Click on finishing. Now you hawstablisheda new LAN connection.

5. Clickwith yourright mouse button on the LAN connection and choad@@perties.

6. Selectitem alnternetprotocol (TCP/IP)and clickoProperties.

11 | b.a.b-technologie gmbh
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-4 LAN-Verbindung Properties

General ‘ Authentication | Advanced

Connect using:
‘E E8 Realtek RTLE139/810% Family Fast

This connection uses the following items:

g Client for Microsoft Networks
451 05 Packet Scheduler
,@ File and Printer Sharing for Microsoft Networks

0" nternet Protocol (TCPAP)
[ Install... ] Uninstall | Properties |

Description

Transmission Control Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected networks.

Show icon in notification area when connected
Notify me when this connection has limited or ho connectivity

[ 0K ][ Cancel ]

Figure3: LAN Properties

7.ChoosalUsethefollowing IP adres®t YR FAff (GKS FT2N¥Y gAGK @I f dzS
configuration. As we deliver the eibPort with a default IP set to 192.168.1.1, your IP address
has to bein same IP range to be able to contact the eibPort. After setting your IP address
2 AYyR2g4a | dzii 2 Yl (A Guldndt astNBAI2(YOrS y2RTa Hp padPH pp PHpp Pr
already configured network demands a different setting, this value could be left ugekan
If a gateways used acrosgour network, O K |y 3 Hefdulkg&tewaydaddressaccordingly
Otherwisethis fieldcould remainempty. Confirm your settingby pressingOKi

12| b.a.b-technologie gmbh
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Internet Protocol (TCP/IP) Properties

General ]

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator for
the appropriate P settings.

(O Obtain an IP address automatically
(®Use the following IP address:

IP address: 172,31 . 43 . 46 |

Subriet mask: | :285.. 255/ 265, .0 |

Default gateway: [172. 31 . 49 . 7 |
Obtain DNS server address automatically

(®) Use the following DNS server addresses:
Preferred DNS server: | 172, 31 . 43 . 1 ]

Alternate DNS server: | : : : ]

I, OK ][ Cancel ]

Figure4: Internet Protocol (TCP/IP) Properties
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Internet Explorer preferences
To work withyour eibPortwithout any problemsyou should adjusthe following settingsin your

Internet Explorer:
1. Launch the Internet Explorer and choaseternet optionstin menuentry cExtraa €

2. Selecttab entrpGenerak |y RiTSp_— ?)X)
LINB & § SiKi &byt X

General lSecu(ity Privacy | Content | Connections | Programs | Advanced§

Home page
% You can change which page to use for your home page.
Address: l http: i, bab-tec.de \

[ Use Current ] [ Use Default ] [ Use Blank ]

Temporary Internet files

7 Pages you view on the Internet are stored in a special folder
L@ Y for quick viewing later.

{Delete Cook_ies...] [Deletefiles...] [ Settings... ]

History

The History folder contains links to pages you've visited, for
quick access to recently viewed pages.

Days to keep pages in history: '5 3| [ Clear History ]

[ Colors... ] [ Fonts... ] [ Languages... ] [Accgssibilityi..]

[ oK ][ Cancel ][ Apply ]

Figureb: Internet Options

3. SelectoEvery visit to the page

Settings @
and confirm you decision by
.. 7 Check for newer versions of stored pages:
clickingon cOKe '

O Every time you start Internet Explorer
(O Automatically

O Never

Temporary Internet files Folder

Current location:  Z:\Temporary Internet Files),

Amount of disk space to use:

§— | 2 4| me

| moveFolder... || viewFies... || viewObjects... |

[ OK ][ Cancel J

Figure6: Settings
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4. Next dick on the takentry
oConnections. MarkoNever dial a
connection if possible

5. Hit dLAN Seft y % Bukon and
uncheck all available options. Close
window by pressingOKE.

Install Java

Internet Options

Dial-up and Virttual Private Network settings

To set up an Internet connection, click
Setup,

Choose Settings if you need to configure a proxy
server for a connection,

Local Area Network [LAN) settings

LAN Settings do not apply to dial-up connections.
Choose Settings above for dial-up settings.

T

J[ Cancel J[ Apply

J

Figure7: Internet Options

Local Area Network (LAN) Settings

Automatic configuration

Automatic configuration may override manual settings., To ensure the
use of manual settings, disable automatic configuration,

D Use automatic configuration script

|

Proxy server

0 Use a proxy server for your LAN {These settings will not apply to
dial-up or YPN connections).

Figure8: LAN Settings

1. Go tohttp://java.sun.coman download latest Java Standard Edition

2. Follow installation instructions givesy Sun

15| b.a.b-technologie gmbh
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The first stepsusing ConfigTool
After loading eibPort homepagthe ConfigTooboftware is available by pressibgtton oSystem".

1.To ease the use of an eibPort just put into operation, some global settings should be changed at first:
1 éeibPortname to identify the eibPortunambiguously

1 émounting placé, to assignamongst others, the propgime zone
1 éphysical addres§ to use theeibPortin an ETS project

2. Furthermore network preferenceshould now be changed if desirésbe Figure 1p
9IP address

i standard Gateway*

9 DNA Server*
*only necessary, g-mail dispatchNTPtime serveror installationcouplingoverthe Internetis
required

To save your settings, presSave datato eibPait® LT 2y S 2 F ivésShang&iite2 NJ & S G d .
eibPort Device has to reboot. If so, the ConfigTool is closed dovamatically

HINT. IF YOU HAVEHANGED YOBRPORBIPADDRESSE SURE TO CLOSERWEZEB BROWSER AND OAE
HOMPPAGENITH THEUST GIVERADDRESS

The first stepsin the Visualization editor
NOTICEFORSIMR.ICITYANESFALEISALREADYOADEINTOTHEEIBPORT

[l cibPort-Editor
Like ConfigTool, the Visualization Editor is accessible by File Window Help

calling the eibPorts Homepaged pressing theeditore (] visualisation-Editor
button. = ' Vi)
= 9 [s{) o)

Before you could start blding your visualizatiora new project

has to be createdirst. Therefore click theccreate project Fig’fgg?g?g{“;‘t'eps editor
icon, red encircled ifrigure8. Next, choose a nhame for your

project and confirm it.

Now you are ready toreateavisualizatiorpage in thenewly

generated project. Select your project and add a new

visualization page by pressing the green encircled.icon

To customize your visualization page, some page parameters are
accessible on the right side of your editeew. This area
contains optionsto change the page name, size and/or

background color. Alternativly a background image could be
choosen as well. FigurelO: Editor Page Parameters

16| b.a.b-technologie gmbh



