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HomelnformationCenter

The HomelnformationCenter (HIC) describes the linking of the eibPort to the Windows Media Center
(MCE), PDAs, mobiles and iPhone/iPod touch. With HIC you can comfortable turn on the lighting,
heating, regulate temperatures, show values and camera pictureson your television, PC, PDA, mobiles,
iPhone or iPod touch.

Home Information Center
<
0L Musik
St Germain
Play / Stop
Zuriick / Vor

Leiser / Lauter
@

The whole configuration and installation will be described Step by Step by this instruction.
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1. Overview
The integration of the eibPort visualization into the Windows Media Center (or mobiles) is served direct
from the eibPort. Only the eibPort has to be configured.

The following illustration shows the overview of the HIC.

Mobil

BlackBerry Nokia ’ Apple iPod touch

z.B. Bolc@ z.B. B95 @
EIB

T ~
— LAN N

WLAN
o UMTS

Apple iPhone/
Palm PRE

eibPort mit Fernseher / Monitor WLAN Router
HIC-Editor mit MCE oder Browser

Figure 1 Overview

1.1 eibPort
The eibPort keeps the connection to the EIB and get the states of the EIB objects. With this information
the eibPort kept “up to date” the states of the visualization objects on the HIC visualization.

The HIC visualization for the clients (MCE, PDA, mobiles, iPod touch / iPhone ...) is provided by the
eibPort web server. The web server receives the data about the project from the eibPort. The projection
of the HIC visualization takes place in the editor of the eibPorts.

THE EIBPORT HAS TO CONTAIN VERSION > 0.8.5. IF THIS IS NOT THE CASE AN UPDATE HAS TO BE MADE FIRST OF ALL.

1.2Client
As clients the Windows Media Center, PDAs, iPhone / iPod touch (Safari), or mobile phones with an
installed JavaScript browser can be used. More than one client can get access to the eibPort.

The connection is possible via the local area network (LAN and WLAN) and via the wide area network
WAN (Internet. DSL, UMTS ...).
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2. Configuration
There are two steps necessary for the configuration of the HomelnformationCenter:

1. Upload license file in the eibPort (upload license file)
2. Create a HomelnformationCenter visualization project (create HIC project)

2.1 Upload license file
To use the HomelnformationCenter, a valid license file has to be load into the eibPort.

The HomelnformationCenter license file can be ordered direct from b.a.b-technologie gmbh. The
HomelnformationCenter license file must be uploaded with the ConfigTool in the eibPort.

For this, get connected with the eibPort (write the IP address of the eibPort in the address line of a web
browser) and call via the button “system” the ConfigTool. After the check of the SSH key and of the
username / password the ConfigTool starts.

Tip:
IF YOU DO NOT UPLOAD A LICENSE PLEASE CONTACT US. WE OFFER YOU A TEST LICENSE. (EMAIL AT INFO@BAB-TEC.DE)
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